
Color Camera

ESU-3420
ESU-3420P

Covert UFO
P = PAL Version

Surface Mount

In-Ceiling Mount

● 1/3” Sony Super HAD CCD

● 420 TV Lines

● 3.7mm Cone Lens

● 0.4 Lux @ F2.0

● For Indoor Only

● 12V DC, 117mA



*Specifi cations and appearance are subject to change without notice
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SPECIFICATIONS Made in Taiwan

Model ESU-3420 ESU-3420P
Signal Format NTSC PAL
Image Sensor 1/3” Sony Super HAD CCD
DSP Sony
Resolution 420 TV Lines
Video Output 1.0V p-p / 75 Ohms
Total Pixels 510(H) x 492(V) 500(H) x 582(V)
Synchronization Internal
Minimum Illumination 0.4 Lux @ F2.0
S/N Ratio 50 dB
Gain Control Auto
White Balance Auto
Gama 0.45
Electronic Shutter 1/60~1/100,000sec. 1/50~1/110,000sec.
Lens 3.7mm Cone Lens / F2.0
Power Supply 12V DC
Power Consumption 117mA
Operating Temperature 14°F ~ 122°F / -10°C ~ 50°C
Dimension 2”(Ø) x 1.77”(H) / 51mm(Ø) x 44.97mm(H)
Weight 0.65 lbs / 295g
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